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ATLASX20PRO.

Robust Multi-Purpose UAV
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Flight Performance
ATLASX20PRO is a lightweight, in all weather conditions, man-packable 
mUAV designed primarily of ISTAR missions out to 16km BVLOS. It has EW 
resilient communications, 32 minutes endurance and can be made ready 
for flight within 3 minutes.

MAX. FLIGHT TIME
38min
ASCENT SPEED
5m/s
MAX. SERVICE CEILING
6000m

WIND RESISTANCE
15m/s
DESCENT SPEED
1.5m/s
MAX. SPEED UP TO
56km/h
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PERFORMANCE

Endurance:
Altitude:

Max Flight Speeds:
Flight Method:

Aircraft Type:
Propulsion Options:

ENVIRONMENTAL

Temp. Range:
IP Rating:

Wind Tolerance:

COMMUNICATIONS & DATA

Radio Frequencies:
C2 Range:

MESHING CAPABILITIES

Systems Equipped:
Mesh Configurations:

Ground Nodes:
Mesh Size:

DATA SECURITY

Transmitted:

Onboard:

HARDWARE

Weight:
Deployed Dimensions:

Folded Dimensions:

PACKAGED DIMENSIONS

MilSpec Backpack:
Pelican Case:

Carry-on Compatible:
Nav. Lighting:

POWER SYSTEM

Smart Battery:
Cold Rating:

Airport Friendly:

PAYLOADS OPTIONS

ARGUS M20:

Up to 38min [Quiet Props], 32min [Standard Props]
6000m [3.7mile] ASL, 500m AGL
56kph [34.7mph] Standard Props // 46kph [27.3mph] Quiet Props

Folding tricopter multi-rotor with mono-coque carbon-fiber hull 

-25˚C to +50˚C [-13˚F to 122˚F]
IP52 tested, IP53 designed
Max 56kph [34.7mph] 

2.4 GHz [20 Channels]  // 2.2GHz [90 Channels]
up to 10km [6.2mile] with 2.4GHz
up to 6km [3.7mile] with 2.2GHz

2.4GHz // 2.2GHz
Aircraft in parallel // in series (”daisy chain”)
Available as AtlasRELAY Module
4 Nodes with 2.2Ghz // 8 Nodes with 2.4Ghz

2.4Ghz - 128BIT AES // 256 AES Optional
2.2Ghz - 256BIT AES Encryption of all 
transmitted data
256BIT AES Encryption, customizable 
decryption key for images/video

1.51kg [3.97lb] with battery, no payload
55x55x12cm [22x 22x 5in]
32x44x12cm [13x 17x 5in]

55x41x26cm  [22x16x10in]
57x48x30cm  [22x19x12in]
Yes - MilSpec Backpack
White Wing LED, Red Tail LED

99Wh, 6500mAh, 17.4V, aprx 500g [1.1lb]
15˚C internal heater activation
Yes, 20 batteries permitted per aircraft

Full HD Resolution, 20X Optical Zoom
 unparalleled image data capture with an ultra high-quality 
sensor, 1920×1080 resolution 60 fps and 11 Mbps. 
STANAG 4609, 256BIT AES Encryption

VISOR NX: Thermal camera, imaging at 640X512 or 336X240, 9 FPS. 
Accurate temperature measurements ideal for analytics 
and telemetry, STANAG 4609,256BIT AES Encryption. 
RAW thermal format, RJPG



LEARN MORE: c4icommunication.com
FOR MORE INFORMATION:  contact@c4icommunication.com or +1 (302).981.1340
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